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Product Description
Au.diTouch is an acoustic panel for wall applications which 
provides high acoustic performance, as well as excellent fire 
resistance properties. It can be made either from 100% polyester 
or premium fabric, in a wide range of colours and fabric choices.
Panels can be customised as necessary and easily concealed 
fixed to walls.

Features and Benefits
• Excellent acoustic absorption with NRC up to 1
• Up to Group 1 Fire Rate
• Perfect for retrofit
• Easy to install with BJ2 or XJ1 systems
• Wide range of colour choices or select your fabric.

Au.diTouch Datasheet
acoustics
design
innovation

Substrates
• MDF Standard with insulation
• Thermally bonded polyester fibre (up to 80% recycled fibre content 

from post-consumer PET).

Finish Options
Au.diPanel can be finished with the wide range of Inluxe Fabric colours.

For more information visit: 
atkar.com.au/feature-products/inluxe-fabric/ or chat to Atkar.

Material Sizes
Au.diTouch is available in three different thickness options: 12mm, 
25mm and 50mm.
Standard panels size: 2400mm x1200mm. Panels size can be custom 
made.

Acoustic Performance
Au.diTouch can reach very high value of sound absorption:

Up to 
Group 1 Fire Rating

Up to
NRC value 1

Applications
Walls.

Warranty & Maintenance
Au.diTouch is warranted for 15 years. Refer to Atkar warranty and 
maintenance documents for terms.

Fire Rating
Au.diTouch can reach the Group 1 Fire Rating of the AS5637.1 standard.  
Please consult Atkar to discuss the reaction to fire requirements of 
your project.

SUBSTRATE
THICKNESS (mm)

12mm 25mm 50mm

MDF NA 0.75 0.90

Polyester 0.50 0.85 1.00

Joints Options
Au.diTouch is installed with Butt Joint or Expressed Joint.

https://www.atkar.com.au
http://www.atkar.com.au/feature-products/inluxe-fabric/
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Fixing Systems 
Au.diTouch is installed with the BJ2 or XJ1 system. Refer to the 
following link for further information on the installation procedures.
atkar.com.au/architectural/technical-fixing-sheets/
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BJ2 System

XJ1 System

https://www.atkar.com.au/architectural/technical-fixing-sheets/
https://www.atkar.com.au


31300 333 833    enquiries@atkar.com.au    atkar.com.au09.2022

Receiving Products
Once you have received your order, it is important to allow the panels 
to acclimatise for at least 48 hours in its original packaging prior to 
installation. Only remove the packaging on the day of installation 
and store the panels according to the below instructions.

Storage
The storage area should be protected from the elements including 
sun, rain, and wind to avoid staining and fading. The panels should 
be kept at a stable room temperature and humidity and should not 
be exposed to the weather while awaiting installation.

Protect panels from any moisture including rain or accidental water. 
MDF and other wood-based products expand on taking up moisture 
and shrink on losing it. These panels are manufactured to very close 
dimensional tolerances. Careful storage is therefore very important 
for subsequent use of panels.

All packs should be evenly supported at each end and at intervals in 
between to maintain sheets in a flat condition. Spacing of supports 
should not exceed 600mm to avoid sagging.

Store clear of the ground and place panels so that they will not be 
exposed to any mechanical damage

Handling
Handle the product carefully to avoid damages during transport. 
The most vulnerable parts of board during handling operations are 
edges, corners, finished surface and bottom sheets in a stack. 

It is essential to avoid any contamination of the surface likely to 
cause permanent damage.

Surfaced boards should always be lifted from the pack to avoid 
damage. Do not slide panels or rest the good side of the panel 
against the floor. 

Once opening the packaging, cover the panels with cardboard, cloth 
or shrink wrap until they are installed. If panels must be repacked, 
replicate as closely as possible the original pack to maintain 
straightness and quality

Installation in a controlled environment 
Atkar acoustic and decorative panels are for internal use only 
and must be stored, installed, and maintained only in a stable 
environment, avoiding very humid areas and extremely dry areas. 

Open the package and fit the panels in the final stage of building 
works when windows and external doors are in place already. 
This allows the rooms to have a controlled temperature and humidity, 
preventing moisture from entering the panels.
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Onsite storage, handling 
and installation instructions


